
INNOVCABLE H01N2-E

- Conductor material: bare copper or tinned (SN) wires
- Conductor class: according to DIN VDE 0295 class 6 and IEC 60228 cl. 6.
- Outer jacket: CEAC™ Special Elastomeric Compound resistant to impact, splashing oil, UV and
flame. superflexible.
- Outer cover in BLACK, RAL 9005 colour.
- Rated voltage: 100V
- Test voltage: 1000V
- Conductor resistance: according to VDE 0295 class 6 and IEC 60228 class 6
- Min. bending radius: min. D = 12 x d; E = 10 x d min.

Identification

INNOVCABLE - H01N2-E n x mm² 100V 125°C OF:XXXX/YEAR

Applicable Specifications



DIN VDE 0295 CLASS 6

IEC 60228 CLASS 6

RAL 9005

IEC 60332-1-1

IEC 60332-1-2

DIN VDE 0282 part 6

H01N2-E highly flexible according to 2006/95/EC-Guideline CE.

Applications

Superflexible cable for electrode connection and welding with high mechanical demands in dry
and wet environments and for outdoor use. Used for connecting constantly moving electrical tools
and machines. Good durability. Suitable for industrial welding, such as the automobile industry,
shipbuilding, electrode machinery, and construction in general.
Made free of silicone during production.

Maximum Conductor Temperature

Fixed Min/max: -40° C / +125° C
Movable Min/max: -30° C / +125° C

Constructive Data



Notes

- Innovcable reserves the right to modify this catalogue without prior notice.


