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INNOVCABLE MOVFLEX CONTROL NORMAL
SK-C-PVC

e Conductor material: bare copper wire

e Conductor class: DIN VDE 0295 class 5 and IEC 60228 cl. 5

e Vein insulation: special PVC for mobile applications

e White or black veins identified by sequential numbers in accordance with VDE 0293 with
green ground (G)

e Intermediate cover: special grey PVC RAL 7001 resistant to oils, greases, lubricants,
coolants and acids

e Armouring: tinned copper with 85% coverage

e Outer cover: special PVC resistant to oils, greases, lubricants, coolants and acids

e Grey outer cover, RAL 7001

e Rated voltage: up to 0.75mm? - 300/500V; over 1.00mm? - 500/750V

e \Voltage test: up to 0,75mm? - 2000V; over 1,00mm?* - 3000V
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e Conductor resistance: according to VDE 0295 class 6 and IEC 60228 class 5
e Insulation resistance: Min.20 MQOX Km at 20°C.

e Min. fixed bending radius: 4 x d.

e Raio min. de curvatura movel: 7,5 xd<10m |10xd 210 m

e Fire behaviour: according to VDE 0482-332-2-1 and DIN EN 60332-2-1 self-extinguishing

and flame retardant

Identification

INNOVCABLE - MOVFLEX CONTROL NORMAL SK-C-PVC n x mm? 300/500V OR 500/750V
OF:XXXX/YEAR.

Applicable Specifications

DIN VDE 0295 CLASS 5
IEC 60228 CLASS 5
RAL 7001

VDE 0482-332-2-1

DIN EN 60332-2-1

Applications

Shielded cable for control and power application in normal conveyor belt requirements for
handling systems and robotic applications in wet and dry environments and additionally
requiring protection against electromagnetic interference. Special extrusion technology
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enables long life and durability in continuous motion. Resistant to oils, greases, lubricants,
coolants and acids.

Maximum Conductor Temperature

Fixed Min/max: -30° C /+80° C
Movable Min/max: -5° C/ +70° C

Notes

- We can produce upon request several other cable options and configurations.
- Innovcable reserves the right to change this catalogue without prior notice.
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Dimensionaln Diametro Peso do cobre Peso
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Dimensionaln Diametro Peso do cobre Peso
xmm* extema @ kg/km kg/km
mm
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