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INNOVCABLE PVC JB/OB CY

- Conductor material: bare copper wires

- Conductor class: According to DIN VDE 0295 class 5 and IEC 60228 cl. 5

- Vein insulation: PVC special 70°C - Up to 5 conductors coloured veins according to DIN VDE
0293-308; above 6 conductors Innovcable colour code with or without earth vein (G).

-Twisted in layers.

- Shielding: tinned copper wire shielding, 85% coverage.

- Special PVC outer jacket resistant to oils, grease, acids and radiation (up to 80x106cJ/Kg (up to 80
Mrad)).

- Manufactured in RAL grey 7001 colour.

- Manufactured free from noxious substances and silicone.

- Rated voltage: 300/500V

- Voltage test: cable/cable 4.000 V ; cable/shield 2.000 V

- Capacitance: cable/cable ca. 120 nF/Km; cable/shield ca. 155 nF/Km.

- Inductance: ca. 0,67 mH/Km

- Conductor resistance: according to DIN VDE 0295 class 5 and IEC 60228 cl. 5

- Insulation resistance: min. 20 MQX Km.
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- Min. bending radius fixed use: 6 x d
- Min. bending radius if mobile: 15 x d
- Flameproof and flame retardant according to IEC 60332-1

ldentification

- All cables with identification (G) have 1 green conductor to earth, (x) without green conductor to
earth.

External identification marking:

INNOVCABLE JB/OB-CY n (x) or (G) mm? 300/500V 70°C OF: XXXX/ANO

Applicable Specifications

DIN VDE 0295 CLASS 5

IEC 60228 CLASS 5

DIN VDE 0293

RAL 7001

IEC 60332-1

DIN VDE 0245, 0250 AND 0281

Applications

Cable for power, control and connections of electrical equipment, with low loss in data
transmission and signal transmission, for fixed and flexible applications without traction, can be
applied in dry and wet locations. It has UV protection (external use). Flame retardant in
accordance with IEC 60332-1. Resistant to oils, grease, acids and radiation (up to 80x106¢cJ/Kg
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(up to 80 Mrad)). Manufactured free of harmful substances and silicone. Protective shielding
against electromagnetic interference. Recommended for EMC applications. 4000V voltage test.

Maximum Conductor Temperature

min/max: -30° C/ +70° C

Notes

G = with 1 green conductor to earth;

x = without a green earth conductor (OZ).

- Several other cable options and configurations can be produced on request. Innovcable reserves
the right to modify this catalogue without prior notice.
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IGD5 7.3 46.0 T80

5505 8.4 GB.0 111,0

2X 075 7.5 46,0 " h 770

46075 8.4 64.0 1080

7GO075

aG1 8.2 55.0 107.0

5G1 9.8 8.0 1640

12G1 13,5 1EE.O 330.0

2X15 8,7 85,0 115,0

12G25 18,2 47 B40,0
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nxmm? externo @ lrﬂ‘hn kg/km
5G4 15,3 280,0 4480
5G8 173 441.,0 811,0

5G 10 218 7140 8430

4 G186 226 BO4.0 1.080,0

5G25 31,8 1.446,0 22700

4 G 35 32,2 1.680,0 21350

4G 70 437 3.103,0 37980

4 G120 56.8 5.225,0 7.5089,0
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