
INNOVCABLE PVC JB/OB YSY

- Conductor material: bare copper wires
- Conductor class: According to DIN VDE 0295 class 5 and IEC 60228 cl. 5
- Vein insulation: PVC special 70°C - Up to 5 conductors coloured veins according to DIN VDE
0293-308; above 6 conductors Innovcable colour code with or without earth vein (G).
- Twisted in layers.
- Protective intermediate layer in special PVC.
- Armour: steel wires, 85% coverage.
- Outer layer in special PVC resistant to oils, greases, acids and radiation (up to 80x106cJ/Kg (up to 80
Mrad)).
- Manufactured in RAL grey 7001 colour.
- Manufactured free from noxious substances and silicone.
- Rated voltage: up to 16,0mm² 300/500V; above 25,0mm² 0,6/1kv
- Test voltage: 4000V
- Short-circuit voltage: min. 8000V
- Conductor resistance: according to DIN VDE 0295 class 5 and IEC 60228 cl. 5
- Insulation resistance: Min. 20 MΩX Km.
- Min. bending radius fixed use:6 x d
- Min. bending radius if mobile: 15 x d
- Flameproof and flame retardant according to IEC 60332-1

Identification

- All cables with identification (G) have 1 green conductor to earth, (x) without green conductor to
earth.
External identification marking:
INNOVCABLE JB/OB-YSY n (x) or (G) mm² 300/500V or 0.6/1Kv 70°C OF:XXXX/ANO

Applicable Specifications

DIN VDE 0295 CLASS 5



IEC 60228 CLASS 5

DIN VDE 0293

RAL 7001

IEC 60332-1

DIN VDE 0245, 0250 AND 0281

Applications

Cable for power, control and connections of electrical equipment, with excellent mechanical
protection, for fixed and flexible applications without traction, can be applied in dry and wet
locations. UV protection (external use). Flame retardant according to IEC 60332-1. Resistant to
oils, grease, acids and radiation (up to 80x106cJ/Kg (up to 80 Mrad)). Manufactured free of
noxious substances and silicone. Triple protection, steel wire armour for high mechanical
protection and magnetic protection (oxidation-proof steel wires with additional internal shielding).
Voltage test of 4000V.

Maximum Conductor Temperature

min/max: -30° C / +70° C

Notes

G = with 1 green conductor to earth;
x = without a green earth conductor (OZ).
- Several other cable options and configurations can be produced on request. Innovcable reserves
the right to modify this catalogue without prior notice.






