
INNOVCABLE PVC YSLYSY-JZ

- Conductor material: bare copper wires
- Conductor class: According to DIN VDE 0295 class 5 and IEC 60228 cl. 5
- Vein insulation: PVC special YI2
- Vein colours: White or black veins identified by sequential numerical engraving in black or yellow with
or without green earth conductor (G) / (G) = with 1 green earth conductor; (X) = without green earth
conductor.
-Twisted in layers.
- Intermediate layer: special PVC TM2, grey colour (GR)
- Frame: galvanised steel wire mesh
- Outer layer made of special PVC TM2.
- Outer layer manufactured in transparent (TR) or grey (GR)
- Manufactured free from noxious substances and silicone
- Rated voltage: 300/500V
- Voltage test: cable/cable 3.000 V
- Conductor resistance: according to DIN VDE 0295 class 5 and IEC 60228 cl. 5
- Insulation resistance: min. 20 MΩX Km.
- Min. bending radius fixed use: 6 x d
- Min. bending radius if mobile: 20 x d
- Flame retardant according to: VDE 0482-332-1-2/IEC 60332-1

Identification

Cable engraving: INNOVCABLE YSLYSY-JZ n (x) or (G) mm² 300/500V +70°C OF: XXXX/YEAR

Applicable Specifications

DIN VDE 0295 CLASS 5



IEC 60228 CLASS 5

DIN VDE 0293

RAL 7001

IEC 60332-1

DIN VDE 0245, 0250 AND 0281

Applications

Cable for control, power or instrumentation, armed with galvanised steel wire mesh. Can be used
in fixed installations or flexible applications. Cable used for measuring, checking and controlling
industrial plants and engineering systems. It has unrestricted mobility without forcing the control of
movement and without exposing to tension stress. It can be applied in dry and wet locations with
strict safety requirements.

Maximum Conductor Temperature

min/max: -30° C / +70° C

Notes

G = with 1 green conductor to earth;
x = without green earth conductor.
TR= Transparent
GR= Grey
- We can produce on request several other cable options and configurations.
- Innovcable reserves the right to change this catalogue without prior notice.
- Under request we can manufacture at a voltage of 0,6/1KV










