
INNOVCABLE REELFLEX (K)NSHTÖU-J /
(N)SHTÖU-J

– Material do condutor: fios de cobre nu
– Classe do condutor: de acordo com a DIN VDE 0295 classe 5 e IEC 60228 cl. 5
– Isolamento da Veia: CECO™ Composto Elastomérico Especial para uso móvel.
– Cores das veias: veias pretas ou brancas numeradas sequencialmente com ou sem verde terra (G)
de acordo com VDE 0293.
– Elementos de suporte: Em fibra têxtil
– Condutores torcidos em camadas.
– Capa interna: CECO™ Composto Elastomérico Especial para uso móvel.
– Malha anti torção: Malha larga em poliéster entre a capa interna e externa.
– Capa externa: CECO™ Composto Elastomérico Especial para aplicações moveis; resistente a
hidrolise, oxidação, calor, flexível em baixa temperatura, abrasão, respingos de óleos, graxas e
lubrificantes, resistência a UV, ozônio e intempéries.
– Capa externa na cor preta.
– Voltagem nominal: 0,6/1KV.
– Teste de voltagem: 2500V
– Raio de curvatura: de acordo com a VDE 0298 parte 3.



– Resistência do condutor: de acordo com a VDE 0295 classe 5 e IEC 60228 classe 5.
– Resist. do isolamento: Min.20 MΩX Km em 20 ° C.

Identification

INNOVCABLE REELFLEX (K)NSHTÖU-J / (N)SHTÖU-J n (G) X mm² 0,6/1KV OF:XXXX/YEAR.

Applicable Specifications

DIN VDE 0295 CLASS 5

IEC 60228 CLASS 5

VDE 0298 part 3

VDE 0293

DIN VDE 0250

Applications

Halogen-free cable for winders, where tensile strength and directional strength are required. For
industrial and commercial use, in civil and agricultural works among other segments. Resistant to
hydrolysis, oxidation, heat, flexible at low temperatures, abrasion, splashes of oils, greases and
lubricants, resistance to UV, ozone and weathering. Free of silicone during production. Used for
speeds up to 120 m/min. Textile fabric between inner and outer layer. Maximum tensile strength 20
N/mm².

Maximum Conductor Temperature

Min/max: -40° C / +130° C



Notes

- We can produce upon request several other cable options and configurations.
- Innovcable reserves the right to change this catalogue without prior notice.




