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INNOVCABLE CONTROL CABLE BF FA

1) Stranded conductor formed by electrolytic bare copper wires, soft temper, class 5 NBR NM 280
stranding.

2) Insulation in thermoplastic compound based on polyvinyl chloride (PVC/A).

3) Separator in polyester tape and collective shield in aluminized polyester tape with tinned copper
drain wire.

4) Intermediate cover in thermoplastic compound based on polyvinyl chloride (PVC /ST1).

5) Shielding in galvanized steel tape.

6) Non-hygroscopic tape

7) Covering in thermoplastic compound based on polyvinyl chloride (PVC/ST1).

- Insulation voltage:

Up to 1,0mm? - 500V

From 1,50mm? to 10,00mm? - 1000V

- Routine tests:

Electrical resistance of the conductor at 20°C
Electric tension in Alternate Current

Isolation resistance

ldentification

Sequentially numbered white veins, can be manufactured on customer request with a green track
(protective conductor). It can also be built with coloured veins.

Applicable Specifications
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ABNT/MERCOSUR: NM-280 and NM-IEC
NBR NM IEC 60332-3-23 (Category B)

ABNT: NBR 7290 (when manufactured with insulation/end cap in XLPE or HEPR/PVC-change
codes)

ABNT: NBR 13248 (when manufactured with insulation/end cap in HEPR/LSZH-change codes).

ABNT: NBR 7289 (when manufactured with PVC/PVC insulation/end cap - codes indicated in the
table below)

ABNT: NBR 6251

Applications

They are used in fixed installations in control, command and signalling circuits of electrical
equipment, structured cabling, machine connections, push buttons, power supply, microprocessor
systems, in the automation of substations, power plants, industrial and chemical areas, among
others.

They are applied in fixed systems of conduits (embedded or exposed), ducts, duct banks, cable
trays, electrical panels, among other applications. It has collective protection against
electromagnetic interference and mechanical protection of galvanized steel tape. This cable has
good flexibility, resistance to UV, bad weather, humidity and certain chemicals.

Maximum Conductor Temperature

PVC/A -70°C
- Flame retardant

flame-retardant / self-extinguishing - meets the flame-retardance requirement in accordance with
NBR NM IEC 60332-3-23 (Category B)
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Notes

The BF FA control cable can be manufactured in other sections, dimensions or materials at the
customer's request. Innovcable reserves the right to modify this catalogue without prior notice.

CONSTRUCTION OPTIONS

We can manufacture other configurations on request.

1- Tinned Copper Conductor.

Class 2 stranding.

2- Different sections, colours and number of veins, maximum up to
-71x0,50mm?/ 71 x 2,50mm?

- 52 x 4,00mm?/ 52 x 4,00mm?>.

-42 x 6,00mm?

- 20 x 10,0mm?2

3- Vein insulation material / other temperatures:

PVC/E -105°C

XLPE - 125 °C

HEPR - 90 °C

PE - 80 °C

4- Material of the intermediate layer and the cover:

PE

PVC/E

PVC/ST2

Special PVC resistant to oils, grease and other chemicals.
LSZH (non-halogenated polyolefin compound)

Perfectly cylindrical cover for cable gland applications in hazardous (Ex) areas
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Cédiga do Produto Peso Nominal Codigo do Produto =
Condutores mm (kg/km) Condutores Mm {kg/km)
800350 ] 8,67 124,33 200450 B as P
200351 EY 8,94 140,46 — B a5 P
800352 4 2,75 173,62 200452 4 10,30 203,06
SLLEEE = 2,20 d2E 200453 5 10,47 222,70
200354 & 1043 21183 200454 5 11,08 242,20
200355 7 10,43 221,21 p— E e Py
800356 8 10,98 233,31 200456 s 11,67 277,56
800357 2 12,47 280,35 800457 9 13,30 324,89
800358 0 12,88 302,24 800458 10 13,75 350,01
ELIED & 12,22 et 800459 11 13,75 361,52
800360 2 13,09 326,40 200460 12 13,96 381,71
800361 13 13,55 347,42 800461 13 13,47 406,63
800362 1 13,55 355,15 800462 14 13,47 417,74
200263 15 14,06 280,75 e = o B
800364 8 14,06 388,18 200464 1% 15,05 458,03
800365 17 14,59 409,37 e = T e
200266 18 14,59 416,30 — . P P
200267 19 14,59 423,38 e 0 B 5
200368 20 15,34 453,59 200468 20 16,46 539,01
200269 21 15,87 470,54 200469 21 17,05 559,46
800370 22 15,87 481,65 500470 22 17,05 573,81
800371 23 15,87 497,16 800471 23 17,05 592,57
200272 24 15,87 503,70 200472 24 17,05 602,33
800373 25 15,87 519,04 800473 25 17,05 620,90
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Cédigo do Produto Peso Nominal Codigo do Produto Peso Nominal
Condutores mm (kg/km) ‘Condutores mm {kg/km)
300550 2 8,45 145,04 800650 2 10,03 169,85
800551 3 3,78 172,66 800651 3 10,41 200,22
800552 4 1077 224,45 800652 4 11,53 253,55
800553 5 10,35 247,32 800653 5 11,74 291,54
200554 & 11,50 270,41 200654 8 12,47 321,30
800555 7 11,60 287,03 800655 ¥ 12,47 344,31
00556 s 12,26 313,06 200656 k3 13,23 377,41
800557 3 14,00 365,59 800657 El 15,14 439,25
800558 10 14,49 394,42 800658 10 15,70 474,34
200559 11 14,49 209,21 8006539 11 15,70 435,87
800560 12 14,70 333,20 800660 1z 15,31 525,85
200561 13 15,25 261,81 800661 13 16,55 552,27
800562 14 15,26 476,15 800662 14 16,55 582,70
800563 15 15,88 509,39 SlLEES 15 17,26 622,79
800564 15 15,88 523,36 800664 15 17,28 542,78
800565 17 16,53 552,18 800665 17 17,99 678,45
800566 18 15,53 565,55 200666 18 17,99 697,77
800567 19 16,53 579,10 SlLEEY 3 17,99 717,29
800568 20 17,40 518,73 800668 20 18,38 764,82
200569 21 18,05 642,86 800663 21 19,69 735,75
800570 2z 18,05 560,35 200670 2z 19,69 819,16
800571 23 18,05 682,24 AL 3 19,69 845,95
800572 24 18,05 595,13 800672 24 13,58 865,71
200573 25 18,05 716,81 800673 25 19,69 833,27
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Cédigo do Produto Peso Nominal Codigo do Produto Peso Nominal
Condutores mm {kg//km) Condutores mm {kg/fkm)
800750 2 11,80 227,56 800850 2 13,03 280,51
800751 3 12,32 275,80 200851 £ 12,51 343,55
800752 4 12,85 367,66 800852 4 15,33 458,68
800753 5 14,13 412,29 800853 5 15,65 516,55
800754 3 15,13 459,71 200854 s 16,77 578,60
800755 7 15,13 499,52 800855 7 16,77 632,45
800756 8 16,16 551,48 800856 8 17,93 699,93
200757 El 18,61 538,30 800857 3 20,63 807,02
800758 10 19,38 692,79 800858 10 21,49 875,87
800759 1 19,38 729,77 200859 1 21,43 926,23
200760 1z 13,58 773,33 200860 12 21,70 990,70
800761 13 20,45 £32,87 800361 13 22,67 1053,10
800762 14 20,45 869,17 200262 14 22,67 1108,70
800763 15 21,42 927,45 800863 15 23,78 118191
800764 15 21,42 963,16 800364 16 23,76 1230,79
800765 17 22,41 1017,04 200865 17 24,88 1299,59
800766 18 22,41 1051,81 800866 18 24,88 1347,37
800767 13 22,41 1085,88 800867 19 24,58 1395,50
800768 20 23,66 1155,75 200868 20 26,25 1480,36
800769 21 24,55 1204,78 300869 21 27,37 1544,79
800770 2z 24,65 1243,52 200870 22 27,27 1556,45
800771 23 24,65 1286,67 200871 23 27,37 1652,51
800772 24 34,65 1320,70 300872 24 27,37 1699,38
800773 25 24,65 1363,53 200873 5 27,37 1755,05
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Cédigo do Produto SET T Codigo do Produto Peso Nominal

Condutores mm (kg/km) Condutores mm (kgfkm)
201050 2 14,50 355,63 s01150 2 1303 280,51
201051 3 1518 444,22 201151 3 1261 243,55
201052 4 b 59562 801152 a 1533 458,68
201053 s 17.56 §77.08 801153 5 15,65 516,56
201054 £ 1e28 764,45 201154 & 1677 578,60
201055 7 15,88 84287 801155 7 1677 632,45
201056 8 20,23 936,80 201156 8 1752 599,93
801057 E 23,33 1075,84 201157 ) 20,83 807,02
201058 0 24,33 170,50 a01158 10 21,49 875,87
201059 i 2423 1244,78 201159 1 21,49 926,29
201060 12 24,54 133,37 s01160 12 21,70 390,70
201061 13 25,68 1429,04 201161 12 2267 1059,10
201062 14 25,68 502,22 s01162 14 2267 1108,70
801063 i 26,95 601,28 801163 15 23,76 1181,91
201064 16 26,95 HEmEis 201164 16 2376 1230,79
201065 7 26,26 1768,25 801165 17 24,88 1299,59
201066 8 28,26 R 201166 18 24,88 1347,37
801067 = 8,26 191084 801167 13 24,88 1335,50

201068 20 29,23 2024,42
801168 20 26,25 1480,96

801069 2 31,14 2113,87
201169 21 27,37 1544,79

801070 22 31,14 2188,72
801170 22 27,37 1596,45

201071 2 31,14 2267,96
201171 23 27,37 1652,51

501072 24 31,14 2337,95
801172 24 27,37 1699,38

201073 25 31,14 2416,74
801173 25 27,37 1755,06
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