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INNOVCABLE INNOVSHORE INSTRUMENTATION
BF 0.6/1kV

» Condutor

Isolagdo HF-90

Blindagem fita de poliester aluminizada + dreno
Capa externa LSOH (SHF1)

1) Conductor formed by electrolytic bare copper wires or tinned, soft temper, class 5 stranding. IEC
60228. *1,7

2) Insulation in special halogen-free compound LSOH (HF-90). *4

3) Communication conductor with section 0,5mm?, in LSOH (HF-90) compound, Identification through
insulation in blue colour (only for cables with 2 or more pairs, suits or blocks) - (Optional). *4

4) Collective shield in aluminum-polyester tape, with flexible drain conductor, formed by electrolitic
tinned copper wires, soft temper.

5) Covering in halogen-free polyolefinic compound LSOH (SHF1), in gray colour. *2,5

ldentification

- External Engraving:
INNOVCABLE INNOVSHORE INSTRUMENTATION BF __mm? 0.6/1kV 90°C OF: XXXX/YEAR.

Of the conductors - through the colours of the insulation, being:
black and white (cables in pairs)

black, white and red (cables in pairs).

black, white, red and green (cables in blocks).*3

Identification through sequential numbering.
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Applicable Specifications

Strings: IEC 60228

Electrical installations in ships - Power cables for 1 kV and 3 kV voltages - IEC 60092-353
Selection and installation of electrical cables: IEC 60092-352.

Meets the requirements for firing test - IEC 60332-1 and IEC 60332-3-22 , category "A".
Mobile and fixed offshore units - Electrical installations - Part 4: Cables - IEC 61892-4
Low Smoke emission: IEC 61034- 1/2

Certifications can be Batch Approval or Type Approval (depending on certification and certifier) -
Please contact us for further details.

Shipborne energy cables - General construction and testing requirements: IEC 60092-350

Insulation materials and outer jacket for use on board offshore units, power, control,
instrumentation and telecommunication cables: IEC 60092-360

Common test methods for insulation and outer jacket of materials of electric cables: IEC 60811
Halogen Free: IEC-60754-1/2

Application: IEC 60092 series.
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Applications

Built and designed for the demanding environment of offshore drilling and the marine industry.
They are used in fixed installations, for conducting analog (4 - 20mA) and digital signals,
point-to-point instrumentation, Hart ® protocol, connections of various sensors and meters, power
supply to conventional and electronic relays, in industrial environments in general. INNOVSHORE
INSTRUMENTATION BLINDED BF Instrumentation Cables are recommended in those cases
where excellent levels of protection against external electromagnetic interference are required,
and maximum immunity against the appearance of "crosstalk" (crosstalk) between the various
pairs/pairs, providing electrical discharge of the same. Excellent flexibility, resistance to chemical
products, humidity and UV rays. Non-halogen and anti-flame cable, not producing toxic and
corrosive gases.

Maximum Conductor Temperature

CONTINUOUS DUTY: 90°C - IEC 60092-360
SHORT CIRCUIT: 250°C

Notes

* We manufacture with other configurations:

1) Tinned copper conductor can be manufactured in class 2.

2) External Coating Colors: Nomenclature to be added at the end of the code: VM - Red // VD -
Green // BR - White // PT - Black // AZ - Blue

We can manufacture other colours on request.

3) Different sections and amount of veins, maximum up to:

-71x2x0,50mm?/ 71 x 2 x 2,50mm?

-71x3x0,50mm?/71 x 3 x 2,50mm?>.

-36 x4 x 0,50mm?/36 x 4 x 2,50mm?>.

4) Vein insulation material:

EPR-90°C

HEPR - 90 °C

XLPE - 90 °C

5) Material of the intermediate layer and the cover:
ST2

SE

SHF2

6) At Innovcable's discretion, separators and/or fillers of compatible material may be used.
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7) Nomenclature to be added at the end of the code according to the conductor type:
Bare copper conductor - CN
Tinned copper conductor - SN

**Innovcable reserves the right to change this catalogue without prior notice.
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Dimensional Diametra Paso Min. Raio de
Fﬂﬂfﬁﬁﬂ’:ﬁ Externo Final Aproximado m
nxXnx =

mm kgfkm o
1x2x%0,5 5.5 40 35
1x3x0,5 6,0 50 35
2x2%0,5 Quad 6,5 a0 40
2x2%0.5 8.0 70 50
3x2x0.5 8.5 85 50
45205 95 110 60
Tx2x0.5 1.5 155 70
Bx2x0,5 12,5 180 75
10x2x0,5 14,0 215 85
12x2x0,5 145 245 B5
14x2x0,5 155 280 95
16x2x0,5 16,5 310 100
19%2x0,5 17,5 260 105
24x2%0,5 19,5 440 120
32%x2x0,5 225 580 135
37x2x0,5 24,0 655 145
1x2x0,75 6,5 55 40
1x3x0,75 7.0 70 40
2x2%0,75 Quad 7.5 75 45
2%2%0,75 10,0 a5 60
Ax2x0,75 1.5 145 70
20,75 14,0 220 B5
Bu2x0,75 15,0 250 90
10x2x0,75 16,5 300 100
12x2x0,75 17,5 345 105
14x2x0,75 19,0 400 115
16x2x0,75 20,0 445 120
19%2x0,75 220 530 130
24w 2w0,75 240 655 145
32x2%0.75 275 845 165
37w2w0,75 295 955 175
1x2%x1.5 85 85 50
1x3x1.5 9.0 105 55
2x2%1,5 Quad 10,0 140 &0
2x2%1.5 13,5 170 B0
3x2x%1.5 14,0 215 BS
4x2%1.5 15,5 265 a0
Tu2x15 18,5 415 110
Bu2x15 20,0 475 120
10x2x1.5 230 a00 140
12%2x1.5 24.5 685 145
14x2x1.5 26,0 7495 155
16%2x1.5 27,5 890 165
19%2x1.5 30,0 1045 180
24x2%1.5 33,5 1305 200
27x2%1,5 35,5 1465 215
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