
INNOVCABLE INNOVSHORE NAVAL COAXIAL RG6
ARMED

Conductors: Ø=0.72±0.025mm
Dielectric: PE Ø=4.70±0.10mm
Shielding 1: Al / polyester / Al. 100% covered
Shielding 2: Tinned copper braid 144 x 0.16mm
Intermediate cover: SHF1 LSZH, low smoke and toxic gas emission
Armour: mesh of galvanized steel wire 144 x0,16mm
External cover: SHF1 LSZH, low smoke and toxic gas emission, black
ELECTRICAL CHARACTERISTICS:
Impedance: Ω75+/-5
Nominal Attenuation@100MHz dB/100m 6.9
Nominal attenuation@200MHz dB/100m 9.0



Nominal attenuation@300MHz dB/100m 11.8
Rated attenuation@400MHz dB/100m 13.1
Rated attenuation@500MHz dB/100m 15.4
Rated attenuation@900MHz dB/100m 21.5
Rated attenuation @1700MHz dB/100m 29.4
Capacitance pF/m 53.5
Propagation speed % 83
DCR conductor Ω/km 21.4
DCR shielding Ω/km 7.5
Inductance μH/m 0.32
Delay time ns/m 4
THERMAL AND MECHANICAL CHARACTERISTICS:
Bending radius : 15×OD.
End diameter: 11,2mm

Identification

INNOVCABLE COAXIAL RG6 ARMOURED - IEC 60332-3-22

Applicable Specifications

IEC 60092-350

IEC 60754-1,2

IEC 61034-1,2

IEC 60332-3-22

NEK 606:2004

Applications



75Ω coaxial cable suitable for installation on board ships and other indoor marine environments.

Maximum Conductor Temperature

-30℃ ~ +75℃.

Notes

**Innovcable reserves the right to change this catalogue without prior notice.


