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INNOVCABLE INSTRUMENTATION CABLE BF BTC
300V NBR 10300

1) Stranded conductor formed by electrolytic bare copper wires, soft temper, class 2 NBR NM 280
stranding.

2) Thermoplastic compound insulation

based on polyvinyl chloride (PVC/A).

3) Conductors in pairs, suits or blocks.

4) Pitch of torsion: 50 to 65mm

5) Separator in polyester tape and collective shield in aluminized polyester tape, with flexible drain
conductor of section 0,5 mm?, formed by tinned electrolytic copper wires.

6) Communication cable formed by stranded conductor of section 0,50mm? isolation in (PVC/A) blue
colour (when applied)

7) Intermediate layer in thermoplastic compound based on polyvinyl chloride (PVC/ST1).

8) Shielding in copper wire mesh.

9) Thermoplastic covering made of polyvinyl chloride based thermoplastic compound (PVC/ST1).

- Insulation voltage: 300V

- Routine tests:

Electrical resistance of the conductor at 20°C
Alternating current electric tension

Insulation resistance.

THIS PRODUCT'S DIFFERENTIALS.

- 100% virgin copper

- 100% electrolytic copper - 99.90% minimum pure (* including silver)
- High flexibility class 5 (when requested)

- Bright colours

- Lower dielectric loss

- Lower ohmic resistance
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- Anti-flame
- 100% National
- Hart ® protocol (4 - 20mA), digital and point-to-point instrumentation.

ldentification

The pairs are made in Black and White, and the suits in Black, White and Red.

Applicable Specifications

ABNT/MERCOSUL: NM-280 and NM-IEC 60228
NBR NM IEC 60332-3-23, category B
ABNT: NBR 10300 (pairs, tents and courts)

NBR 6812 - NBR 6251

Applications

They are used in fixed installations, for conducting analog (4 - 20mA) and digital signals,
point-to-point instrumentation, Hart ® protocol, connections of various sensors and meters, power
supply to conventional and electronic relays, in industrial environments in general.

The BF BTC Instrumentation Cables are recommended for cases in which excellent levels of
protection against external electromagnetic interferences are required, and maximum immunity
against the emergence of "crosstalk" (crosstalk) between the various pairs/shunts/frames,
providing electrical discharge of the same. Naked copper wire shielding provides greater flexibility.
Cable resistant to chemicals, humidity and UV rays, anti-flame and self-extinguishing complying
with vertical flame propagation tests, according to NBR NM IEC 60332-3-23, category B.

Maximum Conductor Temperature

IN CONTINUOUS REGIME: 70°C (PVC/A)
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Notes

The BF BTC INSTRUMENTATION CABLE can be manufactured in another section, dimensional
or material at the customer's request. Innovcable reserves the right to modify this catalogue
without prior notice.

CONSTRUCTION OPTIONS

We can manufacture other configurations on request.

1- Tinned Copper Conductor.

Class 5 stranding.

2- Different sections and number of veins.

3- Insulation material of the veins / other temperatures:
PVC/E -105 °C

XLPE - 125 °C or 90 °C

HEPR - 90 °C

PE - 80 °C

4- Material of the intermediate layer and the cover:

PE

PVC/E

PVC/ST2

Special PVC resistant to oils, grease and other chemicals.
LSZH (non-halogenated polyolefin compound)

5- Perfectly cylindrical cover for cable gland applications in classified areas (Ex).
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PARES
m m
Produto de Pares Externo (mm) [Kg/Km) Produto de Pares Externo (mm) [Kg/Km)
904375 1 8,93 121,48 904400 1 9,35 133,93
904376 2 9,76 151,18 904401 2 10,27 170,83
904377 3 12,99 218,52 904402 3 13,85 249,43
904378 a 13,41 241,74 904403 a 14,30 279,16
904379 5 13,88 265,88 04404 5 14,83 309,92
904380 5 14,75 296,20 904405 5 15,79 347,51
904381 7 15,52 324,97 904406 7 16,64 383,39
904382 2 16.67 370,69 904407 2 17.87 437,44
904383 9 17.36 398,97 904408 3 18.63 472,77
904384 10 17.99 426,26 904408 10 19,33 507,01
904385 11 18,83 463,53 904410 11 20,24 551,99
904386 12 19.40 480,14 904411 12 20,87 585,47
904387 13 19,97 516,74 904412 13 21,50 618,95
904388 14 20,51 542,66 904413 14 22,09 651,67
904389 15 21,04 568,58 904414 15 21,68 684,39
904390 16 21,55 594,16 904415 16 23,25 716,74
904391 17 22,03 619,06 904416 17 23,77 748,33
904392 18 23,52 644,31 904417 12 24,32 780,30
904393 19 23,18 681,18 904418 19 25,03 824,83
904394 20 23,64 705,98 904419 20 25,53 856,31
904395 21 24,07 730,43 904420 21 26,01 887,41
904396 22 24,50 754,89 04421 22 26,49 918,50
904397 23 24,92 778,99 904422 23 26,95 948,21
904398 24 25,33 203,09 904423 24 27,41 979,592
904399 5 25,97 851,17 904424 5 28,07 1036,49
RESISTEMCIA ELETRICA MAXIMA 37,080/km RESISTEMCIA ELETRICA MAXIMA 25,240/km
CAPACITANCIA 150 NF/KM CAPACITANCIA 169 NF/KM
INDUTANCIA 0,34 mH/km INDUTANCIA 0,22 mHkm
RESISTENCIA DE ISOLAMENTO 55 MO km a 202C RESISTENCIA DE ISOLAMENTO 47 MO/km a 202C
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Codigo do Numero Diametro Peso Nominal Codigo do Numero Diametro Peso Nominal
Produto de Pares Externo (mm) (Kg/Km) Produto de Pares Externo (mm) (Kg/Km)
Q04425 1 9,71 145,25 Q04450 1 10,27 164,45
904426 2 10,70 183,03 904451 2 11,37 220,44
904427 3 14,57 277,93 904452 3 15,71 326,95
904428 4 15,06 313,55 904453 4 16,26 374,24
904425 L 15,63 351,07 904454 L 16,89 422,78
504430 [ 16.67 355,59 504455 [ 18,06 479,59
904431 7 17,59 438,26 904456 7 15,09 534,34
904432 F:) 18,88 500,15 904457 F:) 20,48 609,94
904433 g 15,71 542,22 Q904458 g 21,41 664,02
904434 10 20,47 583,11 904453 10 22,25 716,77
504435 11 21,43 635,39 S04460 11 13,31 781,92
204436 12 22,12 675,46 204461 12 24,07 833,75
904437 13 22,80 715,53 904462 13 24,84 885,59
904438 14 23,44 754,78 904463 14 25,55 936,51
904435 15 24,08 754,03 904464 15 26,26 987,43
204440 16 24,69 832,88 904465 16 26,95 1037,89
904441 17 25,26 870,91 904466 17 27,59 1087.45
904442 18 25,85 909,35 904467 18 28,25 113745
S04443 19 26,60 961,12 S04468 19 15,06 1202,03
204444 20 27,14 959,03 204469 20 29,67 1251,45
904445 71 27,66 1036,52 904470 71 30,25 1300,40
04446 22 28,18 1074,02 204471 22 30,83 1345,34
904447 23 28,68 1111,09 904472 23 31,39 1397,82
204448 24 29,17 1148,16 904473 24 31,94 1446,30
904449 25 39,65 249296 904474 25 32,65 1524,75

RESISTEMCIA ELETRICA MAXIMA 18,640 /km RESISTENCIA ELETRICA MAXIMA 12,460 [km
CAPACITANCIA 120 NE/KM CAPACITANCIA 199 NF/KM
INDUTANCIA 0,31 mH/km INDUTAMCIA 0,29 mH/km

RESISTENCIA DE ISOLAMENTO

43 MO km a 20°C

RESISTENCIA DE ISOLAMENTO

37 MOkm a 20°C
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Codigo do Muamero Diagmetro Peso Mominal
Produto de Pares Externo (mm) (Kg/Km)
904475 1 11,58 214,94
904476 2 12,96 298,80
904477 3 18,37 450,64
904478 a 13,06 522,80
904473 K 13,85 596,63
904480 5 21,30 681,61
304481 7 22,59 763,80
904482 g 24,23 872,12
904483 g 25,38 953,41
904484 10 26,43 1032,91
904485 11 27,70 1128,09
904486 12 28,65 1206,36
904487 13 29,61 1284,62
904488 14 30,50 1361,67
904489 15 31,39 1438,71
304490 16 32,25 1515,13
904491 17 33,04 1590,33
904492 18 33,86 1666,14
904493 19 34,83 1760,49
904494 20 35,59 1835,52
904495 21 36,31 1909,90
904496 22 37,04 1984,29
904497 23 37,73 2058,04
904498 24 38,42 2131,80
904499 75 39,21 2243,65
RESISTENCIA ELETRICA MAXIMA 7,630/km
CAPACITANCIA 12BN KM
INDUTAMCIA 0,30 mH,km
RESISTEMCIA DE ISOLAMENTO 40 M3km a 202C

CEICIEI CiESP-

Campinas

ASSOCIACAD
ONMEES ssociado
TECNICAS

[ ]

Evolucable Industria de Cabos Especiais

Av. Minasa, 25 - Galpao B1 - Condominio Industrial
Business Park -Sumaré/SP - Cep 13.180-400
Sumare/SP (Fabrica): +55 19 3090-3350

Sao Paulo/SP: +55 11 3090-6855

Rio de Janeiro/RJ: +55 21 2042-0087

'

Membro da Federagdo CISQ
ACEITAMOS

RINA & | o&vBNDES

Sistema da Quakidade Certificade|




innovcable@innovcable.com.br

www.innovcable.com.br

INNOV:

(z

Evolucable Industria de Cabos Especiais

Av. Minasa, 25 - Galpao B1 - Condominio Industrial
Business Park -Sumaré/SP - Cep 13.180-400
Sumare/SP (Fabrica): +55 19 3090-3350

Sao Paulo/SP: +55 11 3090-6855

Rio de Janeiro/RJ: +55 21 2042-0087

[ ]

TERNAS

Codigo do Mumero Diametro Peso Nominal Codigo do Namero Diametro Peso Mominal
Produto de ternas Externo [mm) [Kg/Km) Produto de ternas Externo (mm) (Kg/fKm)

904500 1 2,79 122,90 904525 1 9,24 138,73
204501 2 10,87 165,64 904516 2 11,57 191,05
304502 3 12,14 217,33 904527 3 12,99 254,57
304503 4 13,43 254,31 304528 4 14,43 301,03
304504 5 14,29 183,87 904523 5 15,40 339,74
304505 [ 15,19 312,00 504530 [ 16,41 377.37
304506 1 16,00 343,17 904531 7 17,31 417,87
304507 ) 17,18 395,32 304532 8 18,58 480,67
304508 ] 17,90 430,36 304533 9 19,39 524,98
304505 10 18,57 455,71 504534 10 20,14 559,50
304510 11 19,43 490,70 304535 11 21,08 604,46
204511 12 20,05 524,30 204536 12 21,77 647,15
904512 13 20,63 548,74 904537 13 22,42 620,64
504513 14 21,20 58G,97 504538 14 23,05 726,88
304514 15 21,74 609,82 304533 15 23,66 759,71
204515 16 22,27 642,17 204540 16 24,26 301,01
904516 17 22,78 665,27 904541 17 24,83 233,00
304517 18 23,24 628,03 504542 18 25,34 264,61
304518 19 23,98 732,02 304543 19 26,14 918,58
204519 20 24,33 758,17 204544 20 26,54 953,46
304520 21 24,86 785,77 304545 21 27,13 989,96
904521 22 25,21 816,17 904546 22 27,52 1029,07
904522 23 25,74 £39,22 904547 23 28,11 1061,01
304523 24 26,09 269,46 304548 24 28,51 1099,94
304524 25 27,04 922,40 304543 25 29,52 1164,05

RESISTEMCIA ELETRICA MAXIMA 37,080km RESISTEMCIA ELETRICA MAXIMA 25,240 km
CAPACITANCIA 150 NF/KM CAPACITANCIA 169 NF/KM
INDUTANCIA 0,34 mH/km INDUTANCIA 0,32 mHkm
RESISTENCIA DE ISOLAMENTO 55 MO/km a 202C RESISTENCIA DE ISOLAMENTO 47 M0/km a 202C
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Codigo do Namero Diametro Peso Nominal Codigo do Mumero Diagmetro Peso Nominal
Produto de ternas Externo (mm) [Kg/Km) Produto de ternas Externo [(mm) [Kg/Km)
904550 1 9,63 152,44 304575 10,23 176,08
904551 2 12,17 214,88 904576 2 13,10 256,52
904552 3 13,72 289,55 904577 3 14,85 350,82
304553 a 15,29 345,20 304578 a 16,63 423,00
904554 5 16,34 392,79 904573 5 17,82 486,65
904555 [ 17,44 439,61 904580 6 19,06 550,01
904556 7 18,43 429,16 904581 7 20,18 615,28
304557 8 19,77 562,13 904582 8 21,64 706,93
904552 9 20,65 615,44 904522 9 22,64 776,47
904553 10 21,47 658,87 904584 10 23,56 235,99
204560 11 22,48 713,41 304585 11 24,67 907,70
204561 12 23,23 764,95 204586 12 25,52 975,24
904562 13 23,94 207,26 904587 13 26,32 1023,50
204563 14 24,63 862,26 304588 14 27,10 1104,38
204564 15 25,29 903,85 204589 15 27,86 1161,82
904565 16 25,94 953,87 904550 16 28,58 1227,64
904566 17 26,56 994,54 304551 17 29,29 1284,04
204567 18 27,12 1034,79 204552 18 29,92 1339,97
904568 19 27,98 1098,35 904553 19 30,86 1420,71
304563 20 28,41 1141,77 304554 20 31,35 1479,64
204570 21 29,05 1186,96 304535 21 32,08 1540,58
204571 22 29,48 1234,60 204596 22 32,56 1603,70
904572 73 30,13 127520 904557 23 33,29 1660,03
204573 24 30,56 1322,65 304538 24 33,78 1722,94
204574 25 31,62 1397,36 904599 25 34,93 1816,43

RESISTENCIA ELETRICA MAKIMA 12,640km RESISTENCIA ELETRICA MAXIMA 12,460 km
CAPACITANCIA 180 NFJKM CAPACITANCIA 199 NF/KM
INDUTANCIA 0,21 mH/km INDUTANCIA 0,29 mH/km

RESISTENCIA DE ISOLAMENTO

43 MOJkm a 202C

RESISTENCIA DE ISOLAMENTO

37 MO km a 20°C
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Codigo do Didgmetro Peso Mominal
Produto de ternas Externo (mm) (Kg/Km)
304600 1 12,10 238,85
204601 2 15,99 264,21
304602 3 18,37 509,53
204603 4 20,77 622,72
04604 g 22,39 725,92
304605 6 24,07 £30,29
304606 7 25,59 936,49
304607 8 27,42 1073,27
04608 g 28,77 1182,89
504603 10 30,032 1282,05
304610 11 31,46 1296,70
904511 12 32,61 1503,59
304612 132 23,70 1601,05
904613 14 34,75 1710,91
304614 15 35,77 1807,26
904615 16 36,76 1911,83
304616 17 37,72 2006,76
304617 18 38,58 2101,07
504618 19 39,77 2224,76
304619 20 40,43 2321,57
504620 21 41,42 2421,09
304621 22 42,08 2522,01
904522 23 43,07 2616,85
304623 24 43,73 271748
504624 25 45,14 2858,82
RESISTEMCIA ELETRICA MAXIMA 7,630 km
CAPACITANCIA 1B NF KM
INDUTANCIA 0,30 mH,/km
RESISTEMCIA DE ISOLAMENTO 40 MOkm a 208C
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