
INNOVCABLE Potência 0,6/1kV UX, RX, TX – P15 –
SHF2 Resistance

1) Conductor formed by electrolytic tinned copper wires, soft temper, class 5 stranding,
according to IEC 60228. *1
2) Conductor insulation in special halogen-free compound LSOH
- Code R - HEPR/EPR - according to IEC 60092-351.
- Code T - XLPE - according to IEC 60092-351.
- Code U - SHF2 - according to IEC 60092-359.
3-) Green outer cover.

Identification

Example: "year" INNOVCABLE UX 1000V P15 1x 95 mm² IEC 332-3-22



Applicable Specifications

Design: NEK TS 606 and IEC 60092-353

Conductor: IEC 60228 class 2 or 5

Insulation: IEC 60092-360

Coverage: IEC 60092-360

Flame Retardant: IEC 60332-1 and IEC 60332-3 Category A

Halogen content: IEC 60754-1, 0.5%.

Cold / impact bending : CSA 22.2 No.03 (-40°C/-35°C)

NEK-606

Luminosity transmission in smoke: IEC 61034, 60% >.

Applications

Condutor isolado para serviços de ligação terra. De acordo com NEK TS 606: 2009.

Maximum Conductor Temperature

90°C



Notes

1) Tinned Copper Conductor can be manufactured in Class 2.
2) Polyester tape can be used on the conductor.
3) Operating voltage: 0,6/1kV
**Innovcable reserves the right to change this catalogue without prior notice.








